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Quality Management System
We aim to provide our clients with good ��

quality, competitively priced products in a time-
ly manner.

We are committed to the continuous im-��
provement of our products and services.

Customer satisfaction is our goal.��
The company was awarded the ISO 9001 
certificate in the year 2000

Strict procedures are in place to ensure the ��
consistent quality of raw materials and work-
manship throughout the production process.

Quality procedures also monitor customer ��
satisfaction through regular visits to clients and 
effective reporting.

We are committed to being at the forefront ��
of technology through constant monitoring of 
international markets.
Our goal is customer satisfaction



RV6 TITAN T10 & T10H

Product Features

Product Features

Packaging
Packaging

Technical Parameter

T10 Technical Parameter

T10H Technical Parameter

Installation Requirement
Installation Requirement

Staple 
Size Belt Thickness Range

Maximum 
Breaking

Tension of Belt

Maximum 
Working
Tension

Connecting Pin
Diameter

Minimum 
Pulley

Diameter

N° inch mm PIW N/mm PIW N/mm inch mm inch mm

22 15/64 to 5/16 6 to 8
　

10000
　
　

　
1750
　
　

1200
　

175
　

15/64 6
　
16
　
　

　
400
　
　

24 5/16 to 25/64 8 to 10 9/32 7

26 25/64 to 15/32 10 to 12 9/32 7

28 15/32 to 9/16 12 to 14 9/32 7

Belt Thickness 
Range

Maximum 
Breaking

Tension of 
Belt

Maximum 
Working
Tension

Connecting 
Pin

Diameter

Minimum 
Pulley

Diameter

inch mm PIW N/mm PIW N/mm inch mm inch mm

1/4 to 15/32 6 to 12 8000 1400 1200 175 15/64 6 16 400

Staple 
Size Belt Thickness Range

Maximum 
Breaking

Tension of Belt

Maximum 
Working
Tension

Connecting Pin
Diameter

Minimum 
Pulley

Diameter

N° inch mm PIW N/mm PIW N/mm inch mm inch mm

22 19/64 to 3/8 7.5 to 9.5
　

10000
　
　

　
1750
　
　

1200
　

175
　

15/64 6
　
16
　
　

　
400
　
　

24 3/8 to 1/2 9.5 to 12.5 9/32 7

26 1/2 to 10/20 12.5 to 14 9/32 7

28 10/20 to 10/16 14 to 16 9/32 7



TITAN T12 TITAN T14

Staple 
Size Belt Thickness Range

Maximum 
Breaking

Tension of Belt

Maximum 
Working
Tension

Minimum 
Pulley

Diameter

N° inch mm PIW N/mm PIW inch mm

24 0.31 to 0.47 8 to 12
10000

　
1750
　

1200 16 400
28 0.47 to 0.63 12 to 16

Staple 
Size Belt Thickness Range

Maximum 
Breaking

Tension of Belt

Maximum 
Working
Tension

Minimum 
Pulley

Diameter

N° inch mm PIW N/mm PIW inch mm

24 0.31 to 0.39 8 to 10

15000
　

2625
　

1500 20 50026 0.39 to 0.47 10 to 12

28 0.47 to 0.63 12 to 16

Product Features

Packaging

Technical Parameter

Installation Requirement

Product Features

Packaging

Technical Parameter

Installation Requirement



G2002 G2003

Staple 
Size Belt Thickness Range

Maximum 
Breaking

Tension of Belt

Maximum 
Working
Tension

Minimum 
Pulley

Diameter

N° inch mm PIW N/mm PIW inch mm

29 13/32 to 9/16 10 to 14
20000

　
3500
　

2000 20 500
33 9/16 to 23/32 14 to 18

Staple 
Size Belt Thickness Range

Maximum 
Breaking

Tension of Belt

Maximum 
Working
Tension

Minimum 
Pulley

Diameter

N° inch mm PIW N/mm PIW inch mm

22 19/64 to 11/32 7.5 to 9

10000
　

1750
　

1200 16 400
24 11/32 to 13/32 9 to 11

26 13/32 to 1/2 11 to 13

28 1/2 to 19/32 13 to 15

Product Features

Packaging

Technical Parameter

Installation Requirement

Product Features

Packaging

Technical Parameter

Installation Requirement


