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Quality Management System

We aim to provide our clients with good 

quality, competitively priced products in 

a timely manner. 

We are committed to the continuous 

improvement  o f  ou r p roduc t s  and  

services.

Customer satisfaction is our goal.

The company was awarded the ISO 

9001 certificate in the year 2000

Strict procedures are in place to ensure 

the consistent quality of raw materials 

a n d  w o r k m a n s h i p  t h r o u g h o u t t h e  

production process.

Q u a l i t y  p r o c e d u r e s  a l s o m o n i t o r  

customer satisfaction through regular 

visits to clients and effective reporting.

We are committed to being at  the 

forefront of technology through constant 

monitoring of international markets.

Our goal is customer satisfaction
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Product Features

Gorf lex  P la te  Fas teners a re  eas i ly  

installed with a range of simple hand tools 

and with  the ass is tance of  readi ly 

available power tools. Gorflex Plate 

Fasteners are also ideally suited for the 

quick repair of belt tears.

Sui tab le  for  a wide  range  of be l t  

thicknesses 5-24 mm(3/16"-1"). 

Suitable for a wide range of belt widths. 

Butted belt ends make a sealed type belt 

joint, this can be further enhanced with 

the use of Gortape under the plates to seal 

the joint.

E x c e l l a n t  i m p a c t r e s i s t a n c e  a n d 

particularly suitable for heavy and hard 

rock conveying systems.

Long life and wear resistant.

Suitable for general applications and the 

transpotation of sand, gravel, cement, 

crushed stone, coal, salt and belt tear 

repairs.

Technical Parameter

Tool
Type

B

A 

Belt thickness
Max breaking
Tension of belt

Min Pulley
diameter 

mminch PIW N/mm inch mm

140

190

11 /2

2

3/16~7/16

5/16~9/16

7/16~43/64

43/64~53/64

5~11

8~14

11~17

14~21

330

400 10 250

Type

12 /2 3/4~1 19~25

2500

3000

4500

5000

600

500

750

800

14

14

24

39

360

360

610

1000

3 1 24

3500

6000 1000

Max
working
tension

PIW

300

400

350

550

600

750 42 1200
C

Package

Standard configuration

One set of Gorflex includes one top 

plate, one bottom plate, two bolts and 

two nuts.
1Type 2 /  and type 3 have an additional 2

circlip.

Standard package
1For type 140/190/1 / /2, 25 sets per box 2

or 100 sets per bucket.
1For type 2 /  and 3, 10 sets per box.2

Installation requirement

A set of installation tool includes one punch, one 

wrench and two bolt breakers. There are three 

tool types (A, B, C). Please refer to Technical 

Parameter. 
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